Czech

INSPECTION CERTIFICATE

File number 13.197.172

Issued according to EN ISO/IEC 17020 to the organization:

FENIX Trading s.r.o.,
Slezska 535/2 790 01 Jesenik

On the basis of results, which are listed under Inspection report of TUV SUD Czech file No.:
13.197.130 we hereby confirm conformity of the below mentioned device:

¢ CEPTUOUKAT & CERTIFICADO @ CERTIFICAT

Name: Heating mat - ECOFLOOR
Type: LDTS, LSDTS
Power voltage: 230 VAC
Frequency: 50 /60 Hz
Power consumption: 200 Wim2
Power consumption - 1 heating
mat: 500 W
Dimensions — 1 heating mat 5x0,5m
Heating element: two-core heating cable ADSV-T
Protect class Class |
Protect cover: IP67
{I}Hﬂ Manufacturer: FENIX s.r.0., Jaroslava Jezka 1338/18a, 79001 Jesenik
A tested sample from the type
e series: ECOFLOOR LDTS 200/2,5
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, serial No.: 642536139 - date of production: 13.5.2020
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With requirements:
Government regulation ¢.118/2016 Sb. (Direction EP and C No.2014/35/EU),
Government regulation €.117/2016 Sb. (Direction EP and C No.2014/30/EU)

CSN EN 60335-1 ed.3 +A11+A13+opr.1+Z1+Z2 (idt.IEC 60335-1:2012), CSNEN
60335-2-96:2003 +A1:2004+A2:2009 (idt. IEC 60335-2-96:2002), CSN EN
60529:1993 +A1+A2(ldt. EN 60529:1991).

Valid conditions:

They are listed in Inspection Report No. 13.197.130 of 22.6.2020, which is an integral part of
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UD Czech s.r.o. 1,Ing. Michal Svréek

TOV SUD Czech s.r.0. @ Novodvorska 994 e 14227 Prague 4 e Czech Republic e certification@tuy-sud.cz

ZERTIFIKAT ¢ CERTIFICATE

F 540-003-4EN (2012-01-01)




INSPEKCNI CERTIFIKAT

evidenéni éislo 13.197.172

vydany dle CSN EN ISO/IEC 17020 organizaci:

FENIX Trading s.r.o.,
Slezska 535/2 790 01 Jesenik

Na zakladé provedenych vysledku, které jsou uvedeny v Inspekéni zpravé TUV SUD Czech
evidenéni &islo 13.197.130 potvrzujeme shodu niZze uvedeného zafizeni:
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Nazev: Topna rohoz - ECOFLOOR
Typ: LDTS, LSDTS

Napajeci napéti: 230 VAC

Frekvence: 50 /60 Hz

Prikon plosny: 200 W/m2

Pfikon 1. rohozZe: 500 W

Rozmér 1. rohoze: §x0,5m

Topny element: Dvouzilovy topny kabel ADSV-T
Trida ochrany: |

Kryti: IP67
Vyrobce/vyrobni misto: FENIX s.r.0., Jaroslava Jezka 1338/18a, 79001 Jesenik
Predvedeny vzorek z typové

fady: ECOFLOOR LDTS 200/2,5

v.¢. 642536139 , dat.vyroby 13.5.2020

S pozadavky:
Nafizeni viady €.118/2016 Sb. (Smérnice EP a R ¢.2014/35/EV),
Nafizeni vlady €.117/2016 Sb. (Smérnice EP a R ¢.2014/30/EU)

ESN EN 60335-1 ed.3 +A11+A13+opr.1+Z1+Z2 (idt. IEC 60335-1:2012), CSN EN
60335-2-96:2003 +A1:2004+A2:2009 (idt. IEC 60335-2-96:2002), CSN EN
60529:1993 +A1+A2(Idt. EN 60529:1991).
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Podminky platnosti:

Jsou uvedeny v inspekéni zpraveé €. 13.197.130 ze dne 22.6.2020, ktera je nedilnou soucasti
tohoto certifikatu. Tento inspekéni certifikat se vztahuje pouze k ovéfovanému vzorku zafizeni.

v Ostravé, dne 23.6.2020

—

: Ing. Michal Svréek
bee,

2330\ s8D Czech s.r.o.

ZERTIFIKAT ¢ CERTIFICATE ¢

TOV SUD Czech s.r.0. ® Novodvorska 994 142 21 Prague 4 ® Czech Republic e certification@fuv-sud.cz

F §40-003-4 (2011-01-01) (IC Fenix LDTS.doc) 'I'[N®




