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THE FUTURE IS ELECTRIC

DelL eX

DELEX EVI low temperature DC Inverter Heat Pump WIFI Control (heating+Cooling)

Model MGSDC-030IC MGSDC-060IC MGSDC-080IIC
Alimentare (V/Ph/Hz) 230V/1ph 230V/1ph 230V/1ph sau 400V/3ph
Putere incalzire la (A7/W45) (kW) 9.25 18.3 19.5
Putere electrica absorbita (kW) 2.68 5.62 6.13
COP 4.15 4.26 4.26
Putere incalzire la (A-12/W41) (kW) 5.8 11.2 13.1
Putere electrica absorbita (kW) 2.47 4.57 5.24
Putere racire la (A35/W12 (KW) 8.2 16.4 175
Putere electrica absorbita (KW) 2.68 5.91 6.88
EER 3.36 3.04 3.06
Max input power (kW) 3.71 7.58 8.28
Max Current (A) 17.4 35.5/11.5 12.6
Min/Max
Presiune max de lucru (MPa) 3.014.2 3.014.2 3.0/4.2
Presiune max la iesire (MPa) 2.8/4.0 2.8/4.0 2.8/4.0
Preiune apa la intrare (MPa) 0.7/1.0 0.7/1.0 0.7/1.0
Refirgerant R32 R32 R32
Scadere presiune apa (kPa) <20 <30 <40
Clasa protectie I 1 I
Grad protectie IP IPx4 IPx4 IPx4
Dimensiuni conducte in/out DN25 DN25 DN32
Greutate net/brut (kg) 108/120 150/166 185/205
Nivel de zgomot dB(A) <61 <63 <64
Dimensiuni 1050*400*850 1184*429*1413 1270*429*1621
Debita apa_(m*/h) 11 1.7 2.5
Temperatura apa la iesire (°C) 55 la 60
Temperatura ambientala de lucru (°C) -251a 43
Compresor brand Panasonic Panasonic | Panasonic

Swimming Pool:

MGY-07 lIC

Model MGY-07 1IC
Putere incalzire la A7/W45 (kw) 21.3
Putere electrica absorbita kw 5.00
Curent A 7.24
COoP 4.26
Putere racire A35/W7 (kw) 19.2
Putere electrica absorbita kw 6.27
Curent A 9.08
EER 3.06
Alimentare V/Hz 380~415/50
Temperatura apa - iesire 45~55°C pentru incalzire
Debit m3/H 4.9
Presiune apa kPa <65
Refirgerant R410A
Compressor (Copeland Scroll) ZW79KSE*1
Condensator (tanc HE) 155HD085*1
Evaporator Schimbator caldura in placi
Supapa cu 4 cai SanHua Brand 4

. Vana electronica de
Unitate control .
expansiune Danfoss

Temperatura ambientala (-25°C -- 45°C)
Dimensiunea conductei de apa - alimentare DN25
Nivel zgomot <58
Dimensiune mm 1237*480*1410
Greutate (N./W.) ka 155/165

INCALZIRE - conditii de testare :
> temperatura aer (DB/WB): 7/6 °C
> temperatura apa (intrare/iesire): 40/45 oC




